
•  Spark proof components independently tested and 
validated against applicable sections of ANSI 12.12.01 
standard

•  For use on Class A1, A2, A2L or A3  
refrigerant systems

•  Dual voltage, dual frequency motor for use on 120 V 
or 230 V, 50/60 Hz power supplies

•  2 stage design to achieve lower ultimate vacuum,  
as low as 15 microns

•  Gas ballast valve for deeper vacuum 
•  Dual inlet ports (1/4” MFL and 3/8” MFL)
•  Rubber lined handle, skid resistant rubber base
•  Optional Exhaust Venting Kit (RA1500-A3) for use 

when evacuating systems running with flammable 
refrigerants

•  One Year Warranty

LOCKING POWER CORD CONNECTION PREVENTS ACCIDENTAL DISCONNECTION OF CORD WHICH COULD 
CREATE A HAZARD. ONE OF SEVERAL SMALL BUT CRITICAL SAFETY FEATURES OF OUR DESIGN. (1) DUAL VOLTAGE 
AND DUAL FREQUENCY POWER SUPPLY ENSURES TRUE GLOBAL COMPATIBILITY IN ONE PRODUCT. (2) GAS BALLAST 
ENABLES FASTER ACHIEVEMENT OF HIGH ULTIMATE VACUUM LEVEL. (3) SEALED AND SPARK FREE COMPONENTS 
MEET APPLICABLE REQUIREMENTS TO ENSURE SAFE OPERATION ON A2/L AND A3 SYSTEMS. (2)

RA1530-A3 | RA1550-A3 | RA1580-A3
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Features
VacuMaster® 
High performance vacuum pump

Besondere Merkmale
VacuMaster® 
Hochleistungs-Vakuumpumpe 

Caractéristiques
VacuMaster® 
Pompe à vide haute performance 

en de fr

VacuMaster® RA1530-A3 | RA1550-A3 | RA1580-A3

RA1500-A3 Exhaust Venting Kit

www.atp-europe.dePatent pending

• Locking power cord connection pre-
vents accidental disconnection of cord 
which could create a hazard. One of 
several small but critical safety features 
of our design. (1)

• Dual voltage and dual frequency power 
supply ensures true global compatibili-
ty in one product. (2)

• Gas Ballast enables faster achievement 
of high ultimate vacuum level. (3)

• Sealed and spark free components 
meet applicable requirements to ensure 
safe operation on A2/L and A3 
systems. (2)

Designed specifically for use with 
Robinair VacuMaster pumps this 
exhaust kit allows for the routing of 
evacuated gases to a safe area when 
servicing systems that use flamma-
ble refrigerants. Length: 10 meters.

Speziell für die Verwendung mit 
Robinair VacuMaster-Pumpen entwi-
ckelt, ermöglicht dieser Absaugsatz 
die Ableitung der abgesaugten 
Gase in einen sicheren Bereich bei 
der Wartung von Systemen, die 
brennbare Kältemittel verwenden. 
Länge: 10 Meter.

• Die Verriegelung des Netzkabels ver-
hindert ein versehentliches Abziehen 
des Kabels, das eine Gefahr darstellen 
könnte. Eines von mehreren kleinen, 
aber entscheidenden Sicherheitsmerk-
malen unseres Designs. (1)

• Stromversorgung mit zwei Spannungen 
und zwei Frequenzen gewährleistet 
echte globale Kompatibilität in einem 
Produkt. (2)

• Gasballast ermöglicht ein schnelleres 
Erreichen eines hohen Endvakuums. (3)

• Abgedichtete und funkenfreie 
Komponenten erfüllen die geltenden 
Anforderungen, um einen sicheren 
Betrieb in A2/L- und A3 Systemen zu 
gewährleisten. (2)

• Le verrouillage de la connexion du 
cordon d‘alimentation empêche la 
déconnexion accidentelle du cordon, ce 
qui pourrait créer un danger. Il s‘agit de 
l‘une des nombreuses caractéristiques 
de sécurité, petites mais essentielles, de 
notre conception. (1)

• L‘alimentation électrique à double ten-
sion et à double fréquence assure une 
véritable compatibilité mondiale dans un 
seul produit. (2)

• Le ballast à gaz permet d‘atteindre plus 
rapidement un niveau de vide ultime 
élevé. (3)

• Les composants scellés et sans étincelles 
répondent aux exigences applicables 
pour garantir un fonctionnement sûr sur 
les systèmes A2/L et A3 et A2/L. (2)
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fr Conçu spécifiquement pour les 
pompes Robinair VacuMaster, ce kit 
d‘évacuation permet d‘acheminer les 
gaz évacués vers une zone sûre lors 
de l‘entretien des systèmes utilisant 
des réfrigérants inflammables. 
Longeur: 10 mètres.
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TOOLS

HIGH PERFORMANCE VACUUM PUMPS

The new A3 VacuMaster high 
performance vacuum pumps 
from Robinair -  the quality and 
trusted name in vacuum pumps 
for over 70 years.

TOOLS

The DiversiTech International sales team are available to answer your questions or queries on this product. 
Our experts are waiting for your call +44 (0)115 900 5858 or if you prefer send an email to sales@

diversitech.com or visit www.diversitech.global

Glaisdale Drive East
Nottingham NG8 4LY 
United Kingdom

HIGH PERFORMANCE VACUUM PUMPS

3 CFM 5 CFM 8 CFM
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HIGH PERFORMANCE VACUUM PUMPS

RA1530-A3 RA1550-A3 RA1580-A3

MAXIMUM CURRENT 115 V 50/60 Hz – 5,84 A
230 V 50/60 Hz – 2,84 A

115 V 50/60 Hz – 6,26 A
230 V 50/60 Hz – 3,2 A

115 V 50/60 Hz – 9,87 A
230 V 50/60 Hz – 4,75A

FREE AIR 
DISPLACEMENT

3 cfm (85 l/m) @60 Hz
2.5 cfm (71 l/m) @50Hz

5 cfm (142 l/m) @60 Hz
4.1 cfm (116 l/m)@50Hz

8 cfm (227 l/m) @60 Hz
6.6 cfm (187 I/m) @50Hz

ULTIMATE VACUUM 15 microns (2 Pa) 15 microns (2 Pa) 15 microns (2 Pa)

STAGES 2 2 2

MOTOR 300 watt 350 watt 660 watt

INTAKE PORTS 1/4” & 3/8” Flare 1/4” & 3/8” Flare 1/4” & 3/8” Flare

OIL CAPACITY 560ml 480ml 610ml

DIMENSIONS 348 x 140 x 272mm 348 x 140 x 272mm 382 × 160 × 285mm

WEIGHT 10.2kg 11.2kg 15.2kg

The DiversiTech International sales team are available to answer your questions or queries on this product. 
Our experts are waiting for your call +44 (0)115 900 5858 or if you prefer send an email to sales@

diversitech.com or visit www.diversitech.global

Glaisdale Drive East
Nottingham NG8 4LY 
United Kingdom

HIGH PERFORMANCE VACUUM PUMPS

3 CFM 5 CFM 8 CFM

Designed specifically for use with Robinair 
VacuMaster pumps this exhaust kit allows for 
the routing of evacuated gases to a safe area 
when servicing systems that use flammable 
refrigerants. Length: 10 meters.

RELATED 
PRODUCTS

RA1500-A3 EXHAUST VENTING KIT

TOOLS


